


 
200 t/h 240 t/h

Virgin Aggregate Silos 12 / 20 m³

RAP Silos 12 / 20 m³

Dryer DRY 20-936 DRY 22-936

Diameter x Length (mm) Ø 2.220 x 9.360 Ø 2.220 x 9.360

Drive 4 x 22 kW 4 x 22 kW

Burner 14,4 MW 19,3 MW

Fuel type Mono / Duo Type

Aggregate Elevator 210 t/h 265 t/h

Drive 22 kW 30 kW

Filter 720 m² 810 m²

Fan flow rate 55.000 m³/h 70.000 m³/h

Sieve SIV 235-500 SIV 235-600

Sieve (Fraction Qty) 5+bypass / 6+bypass

Vibration Type Dual

Hot Aggregate Silo 60 ton 60 ton

Aggregate Scale 3.000 kg 3.000 kg

Filler Scale 350 kg 350 kg

Bitumen Scale 250 kg 250 kg

Mixer 3.000 kg 3.000 kg

Drive 2 x 55 kW 2 x 55 kW

Heating System Electrical heating / Elektrische Heizung

Bitumen Service Tank  60 m³, 80m³, 100m³

Types Vertical / Horizontal  Prismatic / Cylinder

Insulation Material Rockwool / Steinwolle

Insulation thickness 200 mm / 300 mm

Heating System & Drive Electrical  / Thermal Oil

Filler Silo 20 - 100 m³ 20 - 100 m³

Hot Mixture Bunker Insulated - Electrical heating

Under Mixer Bunker 60 ton (3 
compartment)

60 ton (3 
compartment)

Additional Bunkers optional

Wagon Capacity 3 ton

Command Cabin 17 m² Container type / insulated w. A/C

Accessories 1.000 kg Electrical Crane

Lifting System cable-dual speed - vertical and horizontal 
maneuverability

Additive System - Cellulosic Fiber optional

Additive System - Big-Bag optional

Additive System - Powder optional

Additive System - Liquid optional

EAP MODEL 022


